
ALMENARA BASIC
Fast disc harrow

Agriculture
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“Lightweight 
and effective”

∅ 560 mm or ∅ 610 mm 
heavy-duty toothed discs

Lateral 
deflectors

Rear roller with manual or hydraulic adjustment:
•	 ∅ 510 mm cage roller
•	 ∅ 560 mm cage roller
•	 ∅ 610 mm angled roller

Model ALMENARA-BASIC-4536-P with hydraulic folding 
and ∅ 560 mm cage roller with mechanical adjustment

ALMENARA BASIC is the entry-level range of JYMPA fast disc 
harrows, a simple solution for fast and efficient secondary soil work, 
even with large amounts of stubble and organic matter, at speeds of 
up to 12-15 km/h.

The construction is light and strong, with one disc per shank, 
elastomer damping, tapered roller bearings, cast iron housing with 
independent lubrication, and a manually or hydraulically adjustable 
cage or angled roller.

Steel ST52 
clamp

∅ 40 mm elastomer 
suspension, 
low-noise and 
maintenance-free

∅ 560 mm or 
∅ 610 mm 
toothed disc

Hub axle

190 mm

76
0 

m
m 42
0 

m
m

Grease nipple 
5/16”

Safety 
nut

Hub axle

O-ring 85x5

Tapered 
bearings 30206

40x65x8
sealing gasket

Bearings with cast 
housing and grease fitting

15º
7º
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	 Models with hydraulic folding. When folded, their total width is less than or equal to 3,05 m.
♦	Models with total width > 3,05 m (please refer to the current traffic regulations in force in your country).

ALMENARA BASIC Technical data

Cage roller 
∅ 510 mm or ∅ 560 mm

Angled roller 
∅ 610 mm

Accessories
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Model HP m m mm kg

ALMENARA-BASIC-2520 80-100 Fixed 2,50 2,80 20 560 - 610 II 1.350

ALMENARA-BASIC-3024 90-110 Fixed 3,00 3,30♦ 24 560 - 610 II 1.550

ALMENARA-BASIC-3528 100-120 Fixed 3,50 3,80♦ 28 560 - 610 II 1.750

ALMENARA-BASIC-4032 110-140 Fixed 4,00 4,30♦ 32 560 - 610 II 1.950

ALMENARA-BASIC-4032-P 120-150 Folded 4,00 3,00 32 560 - 610 II 2.250

ALMENARA-BASIC-4536-P 135-170 Folded 4,50 3,00 36 560 - 610 II 2.450

ALMENARA-BASIC-5040-P 150-190 Folded 5,00 3,00 40 560 - 610 II 2.750

ALMENARA-BASIC-6048-P 170-230 Folded 6,00 3,00 48 560 - 610 II 3.350

Optional elements:

•	 Rear roller with hydraulic adjustment
•	 Lights kit
•	 V20 reflecting plates

Model ALMENARA-BASIC-3024-P 
with cage roller ∅ 560 mm with hydraulic adjustment

Model 
ALMENARA-BASIC-3024-P 

with the roller folded

Models with hydraulic folding also incorporate 
non-return valves with flow regulators and 
anti-opening security system.


