
BALAM
Stubble field cultivator

It is the latest evolution of cultivators. Its specific coulters and its 
high clearance make it particularly suitable for land with high plant 
cover and a lot of crop debris.

The curved coulters turn the soil and dig deeper, combining 
vertical and turning work. The rear discs level the soil turned over 
by the coulters, avoiding the formation of furrows.

Agriculture

14

“Maximum 
versatility”

Model BALAM-5018-P with 
∅ 510 mm angled roller 

with hydraulic adjustment

∅ 460 mm leveling discs 
suspended by rubber elastomers

Chassis 
100x100x8 mm

Points with 
lateral wings

Rear roller:
•	 BALAM:	 ∅ 510 mm or ∅ 650 mm cage roller, or ∅ 510 mm angled roller (with manual or hydraulic adjustment).
•	 BALAM PRO:	 ∅ 580 mm cage roller or ∅ 580 mm angled roller (with hydraulic adjustment).

Arms with safety system:
•	 BALAM:	 with double spring.
•	 BALAM PRO:	 with hydropneumatic cylinder.

Model BALAM-3010 
with ∅ 510 mm angled roller 
with hydraulic adjustment

Modelo BALAM-PRO-3010 
with ∅ 580 mm angled roller 

with hydraulic adjustment
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Model HP m m cm cm cm kg kg kg

BALAM-PRO-3010 120-200 Fixed 3,00 3,00 35 85 3 10 65 8 1.495 310 395

BALAM-PRO-3512 135-225 Fixed 3,50 3,50♦ 35 85 3 12 65 8 1.750 360 480

BALAM-PRO-4013 160-250 Fixed 4,00 4,00♦ 35 85 3 13 65 10 2.000 410 505

BALAM-PRO-4013-P 160-250 Folded 4,00 3,00 35 85 3 13 65 10 2.560 410 505

BALAM-PRO-5016-P 205-300 Folded 5,00 3,00 35 85 3 16 65 12 3.120 520 740

BALAM PRO Technical data

	 Models with hydraulic folding. When folded, their total width is less than or equal to 3,05 m.
♦	Models with total width > 3,05 m (please refer to the current traffic regulations in force in your country).
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Model HP m m cm cm cm kg

BALAM-3010 110-170 Fixed 3,00 3,00 35 85 3 10 65 8 1.400

BALAM-3512 140-200 Fixed 3,50 3,50♦ 35 85 3 12 65 8 1.650

BALAM-4014 170-240 Fixed 4,00 4,00♦ 35 85 3 14 65 10 1.950

BALAM-4014-P 120-180 Folded 4,00 3,00 35 85 3 14 65 10 2.100

BALAM-5018-P 150-220 Folded 5,00 3,00 35 85 3 18 65 12 2.450

BALAM-6022-P 180-280 Folded 6,00 3,00 35 85 3 22 65 14 2.900

BALAM Technical data

	 Models with hydraulic folding. When folded, their total width is less than or equal to 3,05 m.
♦	Models with total width > 3,05 m (please refer to the current traffic regulations in force in your country).

Arms with 
double spring 
safety system

Arms with 
hydropneumatic 
safety system

Optional elements:
•	 Kit Dynamic Scan 
•	 Levelling wheels (models 

BALAM-PRO-4013-P y BALAM-PRO-5016-P)

•	 Lights kit
•	 V20 reflecting plates

Optional elements:
•	 Roller hydraulically adjustable
•	 Lights kit
•	 V20 reflecting plates

Accessories:

∅ 510 mm angled roller 
with manual adjustment

∅ 510 mm or ∅ 560 mm cage roller 
wth manual adjustment

∅ 580 mm angled roller 
with hydraulic adjustment

∅ 580 mm cage roller 
with hydraulic adjustment

It measures the degree of compaction 
of the soil and generates hardness 
maps in real time.

Accessories:


