Chisel

It is the traditional tool par excellence to make a secondary work
of the ground up to 40 cm depth.

[ts sturdy 100x100 mm frame and reinforced 40x40 mm profile
arms make the DAGON chisel a reliable and durable machine.

The springs of the arm assemblies allow to regulate their hardness
for a perfect adaptation to the ground.

Model DAGON-13-3F-PL with single cage roller & 410 mm
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Agriculture

“Pure tillage”

20-40cm
working depth




DAEDN Technical data

100x100 mm
frame

Double spring
cushioning

40x40 mm
boron steel arms

Boron steel reversible Assemblies Optional:
straight points - & 410 mm single or
double cage roller

Model DAGON-13-3F-PL with & 410 mm single cage roller
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Accessories

Single cage roller

Optional elements:

Straight or swallow-shaped points
Steel or tungsten straight points
Levelling wheels

Lights kit

V20 reflecting plates

Models with hydraulic folding also incorporate
non-return valves with flow regulators and
anti-opening security system.
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2 ROWS OF ARMS
DAGON-7-2F 110-130  Fixed - 2,25 | 20-40 72 2 7 85 58 -1 850
DAGON-9-2F 130-140  Fixed - 2,75 | 20-40 72 2 9 85 58 -1 1.150
DAGON-11-2F 140-150  Fixed - 3,05 20-40 72 2 11 85 58 - 1.325
3 ROWS OF ARMS
DAGON-9-3F 90-120 Fixed - 2,50 | 20-40 72 3 9 85 78 -1 1.240
DAGON-11-3F 120-150  Fixed - 3,05 | 20-40 72 3 11 85 78 -1 1.500
DAGON-13-3F-PL | 140-160 | Lateral hydr. 2+9+2 3,70 | 20-40 72 3 13 85 82 -1 1.950
DAGON-15-3F-PL | 160-200 | Lateral hydr., 3+9+3 420 | 20-40 72 3 15 85 82 I 2.250
DAGON-17-3F-PL | 200-220 | Lateral hydr. 4+9+4 470 | 20-40 72 3 17 85 82 ] 2.570
DAGON-19-3F-PL | 220-240|Lateral hydr. 4+11+4 = 520 | 20-40 72 3 19 85 82 I 2.825
DAGON-21-3F-PL  240-260 Lateral hydr. 5+11+5 5,70 | 20-40 72 3 21 85 82 I 3.050
DAGON-23-3F-PL | 260-280|Lateral hydr. 6+11+6 = 6,20 | 20-40 72 3 23 85 82 -1 | 3.200
DAGON-25-3F-PL  280-300  Lateral hydr. 7+11+7 6,70 | 20-40 72 8 25 85 82 -1 | 3.350

— Models with hydraulic folding. When folded, their total width is less than or equal to 3,05 m.
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