
The MYMERTIA stone pickers are equipped with a continuous 
loading rotor driven by the tractor PTO, which picks up stones up 
to 20 cm in diameter from the ground surface and deposits them 
in the rear hopper.

Its almost automatic operation, the springs of the rotor combs, 
the floating shaft and the easy-to-install spare parts make it very 
easy and safe to work with this machine, leaving the ground clean 
of small stones.

Stones
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Model MYM-185 Rotor MYMERTIA

MYMERTIA
Stone picker for small stones

“Excellent 
results”

Spring 
cushioning Combs



Model MYM-205 AM

Grate: in options of 70 mm, 40 mm or 30 mm
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MYMERTIA Technical data
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Model HP m m m m m3 m kg

MYM-185 60-80 2,10 2,10 2,04 4,97 2,70 1,82 8 11,5/80-15,3 3.000

MYM-205 AM 70-90 2,48 2,48 2,04 5,50 3,30 1,82 9 285/70-19,5 3.880

MYM-205 DX 70-90 2,48 2,48 2,04 5,50 3,30 2,40 9 285/70-19,5 4.180
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On the approval and market surveillance 
of agricultural and forestry vehicles

EUROPEAN 
TYPE-APPROVAL

Ring hitch 
(approved)

Hydraulically 
adjustable 

working depth

50 mm 
grate

Floating 
shaft

Double 
acting cylinder

Lights and 
chocks Hopper Continuous 

loading rotor

Optional elements:
•	 70 mm, 40 mm or 30 mm grate
•	 K80 hitch
•	 12,5/80-15,3 wheels for MYM-185
•	 285/70-19,5 wheels for MYM-185
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